
INDUSTRIAL HYDRAULIC OILS

AVEX HLP-100 oil is designed for use in hydraulic systems of machine tools, automatic lines, heavy presses and other equipment operating at high 
temperatures, as well as for the lubrication of lightly loaded gearboxes and bearings.

• Has high resistance against oxidation.
• Neutral to sealing materials.

DESCRIPTION

BENEFITS

TYPICAL PROPERTIES: AVEX HYDRA HLP-100 HLP-100

Kinematic viscosity at 40°С, mm2 /s, within 100.5

Density at 20˚С, kg/m³ 886

Viscosity index 99

Flash point in an open crucible, ˚С 234

Solidification temperature, ˚С -23

Acid value, grams of KOH per gram of oil 0.6

Sulfated ash content, % 0.1

HYDRA
HLP-100 
MINERAL

MINERAL ENGINE OIL FOR GOOD PROTECTION FOR DAILY USE

Safety and Storage Storage: All packages must be closed. If they are stored outdoors, where they may be exposed to atmospheric conditions - rain, they should be placed in a horizontal position to prevent water ingress and to 
prevent the destruction of the marking, it is best to use canvas. The product cannot be stored at a temperature above 60 ° C, cannot be exposed to direct sunlight and at a temperature below 0 ° C. The shelf life of the product 
is 5 years. Health, Safety and Environment: Safety information is contained in the Material Safety Data Sheet (MSDS). It contains detailed information on potential hazards, precautions and first aid measures, as well as 
information on environmental impact and disposal of used products. LLC "AVEX MANUFACTURING COMPANY" and partner companies are not responsible for the consequences of improper use of the product or 
failure to observe precautionary measures. Before using the product for purposes other than those specified, consult your local LLC "AVEX MANUFACTURING COMPANY" office. The information contained in this 
document does not constitute an offer within the meaning of the Act of April 23, 1964 - Civil Code. trading and investment decisions. All data contained herein is typical of data obtained from a typical production batch and 
may vary slightly due to manufacturing process characteristics as well as ongoing product development. The information contained in this document is subject to change. LLC "AVEX MANUFACTURING COMPANY" is 
not responsible for the availability of goods.
All the values given in this catalogue are typical values within standard batch tolerances. Actual values may be slightly different as a result of production process characteristics as well as ongoing product development. The 
data in this catalogue is subject to change. The actual parameters are provided in the quality certificate submitted along with each product batch.
The exterior of goods can be different from the images in the current catalogue. LLC "AVEX MANUFACTURING COMPANY" reserves the right to modify or replace the product and/or its graphical representation without 
notice.




