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CONCENTRATE

Antifreeze with improved corrosion protection is designed for use in cooling systems of internal combustion engines.
It contains no nitrates, phosphates, amines or silicates to prolong the life of the engine cooling system and provide 
long-term protection against freezing, overheating and corrosion. Thanks to the new formula is compatible with 
all types of coolants based on ethylene glycol and organic corrosion inhibitors and meets the standards of ASTM D 
3306, SAEJ 1034. Its composition is designed taking into account technical characteristics of engines of international 
automobile companies: AUDI, BMW, Opel, MTU, Volvo, Volkswagen. Optimized technology guarantees high fluid 
stability during long-term storage (up to 5 years) and during use.

• Extended service life.
• Improved heat sink properties.
• Operation of the thermostat, radiator, pump for a longer life.
• Good cooling properties.
• Environmental safety.

DESCRIPTION

BENEFITS MIXING RATIO

BLUE TEC

MEG -80⁰C

TYPICAL PROPERTIES: AVEX BLUE TEC MEG «-80°C G11»  MEG «-80°C G11»

Density at 20˚С, kg/m³ 1.073

The temperature of the start of crystallization, °C, not higher than -39

Solidification temperature, ˚С -42

Color blue

Hydrogen index (pH) 9.3

G11CONCENTRATE MONOETHYLENE GLYCOL -80⁰C

THE MAIN COMPONENT OF THE PRODUCT IS MONOETHYLENE GLYCOL

1kg 5kg 10kg
200kg

Temperature     Concentrate Water

-15°C 30% 70%

-25°C 40% 60%

-38°C 50% 50%


